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PYKOBOACTBO MO MOHTAXY - ASSEMBLY MANUAL

Ha Bcex oThgenbHO cTosilmx cToWkax Anst obecrneyeHusi KeCTKOCTM BCTaBUTb BKMaAbILUW
GAO00-0000000 B 30He ycTaHoBkM Bankun MGN 1 coegnHuTens cnapeHHoro psaa.
Ha otmenbHO cTOsIUMX CTOMKax KpalHWX psigoB crennaxa (C OAMHOYHLIM KPOHLUTEAHOM
noxemeHTa) BCTaBuUTb Bknagbiwm GA00-0000000:
- MeXzy NooM ¥ HXKHUM KPOHLUTENHOM NOXEMEHTa;
- MeXAy COCeAHNUMM KPOHLUTENHAMM JIOXKEMEHTOB MO BCEW ANUHE CTONKM;
- MeXAy BepXHWM KPOHLLTEHOM NOXXEMEHTa 1 BEXHUM Kpaem cTolku (puc. 20).

To make all individual uprights rigid put the inserts GA00-0000000 in the installation area of MGN
beam and the connector of adjacent rows.

On the individual uprights of the shelving edge rows (with a single lodgment bracket) it's
necessary to put in the inserts GA000000000:

- between the floor and the lower lodgment bracket;

- between the adjacent lodgments brackets along the whole length of the upright;

- between the upper lodgment bracket and the upper edge of the upright. (see picture 20)
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